ADDENDUM TO: AIRPORT HANGARS REHABILITATION — HANGARS #1 & #2

Addendum Number: 1

Date Issued: September 29, 2014

Original Bid Due Date: October 07, 2014 1:30 P.M. Local AZ Time
New Bid Due Date: October 21, 2014 at 1:30 p.m. Local AZ Time

Extension in Bid submittal Deadline and Bid Opening:

The scheduled deadline for bid submittal and bid opening has been extended to October 21, 2014 at
1:30 p.m. Arizona Time.

Second Pre-bid Meeting and Site Visit:

A mandatory pre-bid meeting was previously held on September 22, at 9:00 a.m. followed by a tour of
the facility.

Due to significant interest from perspective bidders and, initial error of weekday for mandatory pre-bid
meeting, a second pre-bid meeting is scheduled on October 9" at 9:00 A.M. Local Arizona Time, at the
North Operations Center located at 3181 North Lear Avenue, Casa Grande, AZ 85122, which will be
followed by the tour of the Facility.

The prospective bidders are invited to attend the second pre-bid meeting if they wish to come.
However, please note that attendance to second pre-bid meeting is only required if a prospective bidder
has missed the previous pre-bid meeting. Attendance to the second pre-bid meeting is optional for
prospective bidders who have attended the previous pre-bid meeting. In other words, attendance to
one of the two pre-bid meetings is mandatory for the bid responsiveness.

GENERAL CLARIFICATIONS

1. See Attachment “A” for previously held mandatory pre-bid sign-in sheet.

2. Per Sheet Al, Diamond Note 1: Note indicates that sufficient milling is to be performed for
positive drainage. Page C2 indicates profiles for approximate quantities. The City does not have a
minimum thickness requirement. All millings, debris, etc. shall be removed and disposed at
contractor’s expense per standard notes, note #6, on sheet CS1.

3. All new panels to be installed on east end of Hangar #2 shall be 26ga. Steel (not aluminum).
Contractor shall reference the 2™ paragraph, Base Bid +1+2+3 Alternates, on Page 28 of 31 for
clarifications and descriptions of work.

4. The hangar buildings are estimated to be circa 1960 and no documentation available. It is
required that the contractor visit and view existing conditions and match present construction for a
complete operating system. See sheet Cs1, Note 14 of Standard Notes for more information.



SPECIFICATIONS

-None-

PLANS

1. All Sheets — All Notes / Details / Plans
a. Contractor shall note that all references to “epoxy” or “epoxy set” or “epoxy set anchor” or
“simpson set 22" shall be for the use of Simpson Set-XP only.

2. Sheet A5 — Column Repair Plan / Details
a. Detail 5/A5 — Dimensions have been clarified in enlarged detail. See Attachment “B”.

3. Sheet A5 — Column Repair Plan / Details
a. Detail 2/A5 — Numbered note pointing to two column locations in southeast corner has
been revised to Numbered Note 1 in lieu of Numbered Note 3. See Attachment “B”.
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AAr/THOMPSON DESIGNERS DRAWING FILE : T:\AAr—Thompson Designers Inc\Projects\2014\A—1402 — Casa Grande Hanger Repair\45—Column Repair Plan and Details.dwg

BASE BID

N
v

L
o o

g.m\ Scale: Not to Scale
NORTH

2

1\ HANGAR #1 - COLUMN LOCATION PLAN FOR COLUMN BASE REPAIRS
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GENERAL REQUIREMENTS

1. GENERAL CONTRACTOR SHALL VACUUM ALL GRINDING
OR CUTTING AREAS WITH VACUUM CLEANER TO PREVENT
RUST DUST FROM BEING DISTRIBUTED TO THE HANGAR
AREAS.

2. ALL WELDING IS TO BE WITH E70XX ELECTRODES.

3. EPOXY BOLT PLACEMENTS MUST BE INSPECTED.

4. ALL HERCULINER COATINGS SHALL BE OF 1/4" FINAL
THICKNESS.

HERCULINER INFORMATION

a.) HERCULINER: ADVANCED POLYURETHANE PROTECTIVE
COATING BY OLD WORLD INDUSTRIES. CONTACT
MANUFACTURER FOR APPLICATION PROCEDURES AND
REQUIREMENTS AT 1-800-323-5440 OR ONLINE AT
www.herculiner.com. ALL MATERIALS RECEIVING
HERCULINER APPLICATION SHALL BE SMOOTH, CLEANED,
AND AGGRESSIVELY ROUGHENED PRIOR TO APPLICATION
IN THE FIELD. INSTALL ALL AROUND, EACH FACE, TO A
MINIMUM 14" A.F.F.

/A\ 09-29-2014 ADDENDA REVISION

EXISTING COLUMNS ARE
PRESUMED TO BE W8x15 -
CONTRACTOR SHALL VERIFY
PRIOR TO FABRICATION

ATTACHMENT "B"

NUMBERED NOTES

CONTRACTOR SHALL CLEAN (WIRE BRUSH)
THOROUGHLY AND PREP AROUND EACH COLUMN
AND BASE PLATE AND REMOVE EXISTING BOLT
HEAD PRIOR TO INSTALLING NEW ANGLE.
CONTRACTOR SHALL LOOSEN PORTIONS OF
SIDING AND ASSOCIATED HARDWARE/MATERIAL
FOR A COMPLETE INSTALLATION OF BASE ANGLE,
EPOXY BOLTS, AND HERCULINER POLYURETHANE
COATING APPLIED PER MANUFACTURERS
STANDARDS AND PROCEDURES. HERCULINER
SHALL BE APPLIED TO A MINIMUM DIMENSION OF
1'-2" ABOVE FINISHED FLOOR TO PROTECT FROM
FURTHER DAMAGE AND A MINIMUM DIMENSION
OF 4" AROUND PERIMETER OF COLUMN BASE AS
INDICATED IN DETAIL. HERCULINER COATING
SHALL BE 1/4" FINAL THICKNESS. UPON
COMPLETION OF COLUMN REPAIR, RE-ATTACH
SIDING AND ASSOCIATED HARDWARE/MATERIAL
TO ORIGINAL FITMENT PRIOR TO WORK. EPOXY
SET ALL ANCHORS.

CONTRACTOR SHALL CLEAN (WIRE BRUSH)
THOROUGHLY AND PREP AROUND EACH COLUMN
AND BASE PLATE. CONTRACTOR SHALL
SELECTIVELY LOOSEN PORTIONS OF SIDING AND
ASSOCIATED HARDWARE/MATERIAL FOR A
COMPLETE INSTALLATION OF HERCULINER
POLYURETHANE COATING APPLIED PER
MANUFACTURERS STANDARDS AND
PROCEDURES. HERCULINER SHALL BE APPLIED
TO A MINIMUM DIMENSION OF 12" ABOVE
FINISHED FLOOR TO PROTECT FROM FURTHER
DAMAGE AND A MINIMUM DIMENSION OF 4"
AROUND PERIMETER OF COLUMN BASE AS
INDICATED IN DETAIL. HERCULINER COATING
SHALL BE 1/4" FINAL THICKNESS. UPON
COMPLETION OF COLUMN REPAIR, RE-ATTACH
SIDING AND ASSOCIATED HARDWARE/MATERIAL
TO ORIGINAL FITMENT PRIOR TO WORK.

CONTRACTOR SHALL NOTE THAT HANGAR DOOR
REPAIRS SHALL BE PERFORMED AT ALL DOOR
LOCATIONS AS INDICATED BY READJUSTING
TRACK TRAVEL, REPAIR OF TRACKS, REPAIR OF
ROLLERS WHERE DETERIORATED, INSTALLING
MODIFIED SEALS, REPLACING PANELS AT
DISCRETE LOCATIONS. FIBER REINFORCED VINYL
GASKET MATERIALS SHALL BE USED TO FORM
DOOR JAMB SEALS AND SEALS AT OTHER
LOCATIONS NEEDED TO PROVIDE WEATHER
PROTECTION.

CASA GRANDE MUNICIPAL AIRPORT
3225 N. LEAR AVENUE
CASA GRANDE, ARIZONA 85122
COL. REPAIR PLAN / DETAILS
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